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The coupling for the 

reliably repairing of 

lateral ly broken pipes, 

cracks and the leakage 

of pipes caused by 

corrosion.

The STRAUB-REP-FLEX is intended 

to be used for the fast and reliably 

repairing of broken pipes and the 

pipes, as well as gas- and oilpipes 

caused by corrosion.

The proven STRAUB sealing lip 

system provides dependable and 

durable application on pipes of 

various materials such as steel, cast 

PVC or PE. 

In addition, two different materials 

of the same DN can be connected 

using STRAUB-REP-FLEX. 

The EPDM sealing sleeve meets 

all requirements of SVGW, ÖVGW, 

WRC and NSF as well as DVGW 

W270 and KTW.

 Outside diameter: DN 40 up to DN 400

 Temperature: -20°C up to +100°C

 Sealing sleeve: EPDM, NBR

THE ALL ROUND REPAIR COUPLING

STRAUB-REP-FLEX
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120 mm

Pipe corrosion width of up
to 120 mm, from DN 100
up to 200 mm

Remarks:

 
 Test pressure = PN x 1.5
 Assembly on pipes can be of various materials

clamping 

range

overall length C

Typing errors may occur. Technical details are subject to change.

STRAUB-REP-FLEX DN 40 - DN 150 | OVERALL LENGTH 200, 300 mm
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Pipe corrosion width of
up to 200 mm

200 mm

Remarks:

 
 Test pressure = PN x 1.5
 Assembly on pipes can be of various materials

clamping 

range

overall length C

Typing errors may occur. Technical details are subject to change.

STRAUB-REP-FLEX DN 150 - DN 400 | OVERALL LENGTH 300 mm


